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Thank you for your kind patronage of Nikon. We hope the
N2000 will make photograplyy & much bigger part of your life.

Get 1o know your N2000, but before using It, be sure 1o
read this manual well
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INSTALLING BATTERIES AND CHECKING POWER

2 Remove AAA battery 3 Remove bracket.

4 Install four AAA-type
holder MB-4.

batteries.

5 Align the white dots and

6 Reattach battery holder.
put back bracket.

LOADING FILM

10 Set audible warning

9 With DX-coded film, set film speed index at DX. AL 1040 Bosition

Usable film speed range for DX-coded film is ISO 25 to 4000
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With non-DX-coded film, set (o the appro B e
peiste flspesd. The two dots between numbers stand for
intermediate settings.
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BASIC OPERATION

MOUNTING THE LENS

1 Mount lens. To remove

e

For unusable Iensos-u;n to
L page 36

Litup LED
Battery power is sufficient.

PN

No LED
Doad batteries of improper battery
instaliation

8. Lightly press shutter
release button to finger-

guard position and check

bmory powor by LED inside

LED tights up > If power s sufficient, and
stays on for 16 sec. after you take your
hnger off the button, unless you release

S |he shutter, When you release the shutter,
:s the LED tumns off a second after you
n remove your finger from the button
fyu—
For battery check, the shooting mode
“n-ybomumy

7. Set ﬁlm advance mode

If LED goes off immediately after finger is removed
from the button, batteries are almost dead.

12_ Position film cartridge.

11 Open camera back.
Pull up film rewind knob until back
Springs open.

3 Pull film leader out to red
index mark.

Avoid loading or unloading film in direct
suniight



SHOOTING IN P MODE

The Nikon N2000 lets you choose four ex
posure modes, the Dual Program modes
(P and P Hi) and Aperture-Priority (A), plus
Manual (M). Of the four modes, P mode is
the easiest o use for most photography.
For details, refer 1o pages 1910 22

Check film position and
close camera back.

15 mmo{ release button to automatically advance
* film to frame “1”. -

Film advance indicator rotates to show proper film instaltation. 16

7
0

1f audible warning bleeps and red indicator lamp blinks, check the following
(1) Make sure you are using DX-coded film.
(2) Make sure DX contacts are clean. (See page 30.)

14.

button.

There should be no film slack.
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1. Splitimage rangefinder (A) Splitimage
2. Microprism color focusing
3. Matte field
4. 12mm-dia. central area
Correct exposure is assured when
main subject is placed in this area.
[ 2l
etis Out of focus
(B) Microprism
focusing
1& Compose and focus.
(A) Splitimage focusing
For precise, pinpoint focusing of subjects with distinct contours,
turn the focusing ring until the splitimage becomes whole.
(B) Microprism
For rapid focusing and for subjects with indistinct outlines, turn
the focusing ring until the shimmering image becomes sharp.
(C) Matte field focusing Bl 2
For close-up at high mags orwhen usinga (C) Matte field
telephoto lens with a maximum aperture of approx. /11 or focusing

smaller, the splitimage may darken. Turn the focusing ring until
the image on the matte field appears sharp.

Two LEDs show
intermediate
shutter speed.

Correct
exposure
Is assured.

Both top and bottom LED triangle
—wrong-aperture-set warning

20 Depress shutter release button to take
* picture.
Al S, depressing and releasing the shutter
- release button aufomatically advances the
film by one frame.

19 Lightly press shutter release button.

* I there is no warning bieep, you can take the picture.

AN

If there is a warning bleep ,

Set lens to minimum aperture.

At C, shots are continuously taken al up 1025
frames per second (fps) as long as the shutter

l

Set shooting mode
selector dial to P.
Turn the dial while pressing the lock

Out of focus
REWINDING FILM

47, Setlens to its minimum
* aperture (largest
f/number).

In focus

Film winding stops automatically at end of
21 * film.

When the shutter release button is depressed, there is a bieep
and the red indicator lamp blinks to tell you to rewind film

check the viewfinder LED (1) Picture blur possi- (2 Top LED (3) Bottom LED ; release bution is depressed.

indicators for the bility (1130 sec. or triangle blinks—  triangle blinks — e

following: slower overexposure  underexposure
Useatrpodtosvold  waming warning
R G ke, USS 8 peuel Uss aiediionio When finger is removed from the shutter release button, the
flash 1o synchronize the  density (ND) fiter.  flash exposure meter and viewlinder LEDs stay on for a second—then
shutter speed at 1/125 automatically tumn off. To activate the meter for the next shol
soc. press the shutter release button again—lightly—and it will

remain on for 16 sec.
16
PROGRAMMED EXPOSURE MODES

Rewind film.

Fold out film rewind crank and
rotate until the film advance indicator
stops moving.

22 Set the film advance
™ mode selector to L.

2 While sliding film rewind
lever, push film rewind
button.

24,

The N2000's microcompuler automatically sets the optimum
combination of shutter speed and lens aperture. Dual Program
lets you select two programmed automatic modes—normal (P)
and high-speed (P H1). If you require a high shutter speed, such
s when using a telephoto lens or for shooting a fastmoving
subject, select P HI. (See pages 13 10 17 for operation of pro-
grammed automatic exposure.)

©))

25_ Remove film cartridge.

18

Dual program chart (50mm /1.4, 1SO 100)
(v 1

2 3 456782901112

T 12 14 V8 w5 130 160 1125 | U500 | 1/2000sec.
1250 11000
(Shutter speed)

This EV (exposure value) charl demonstrates the difference
between the N2000's Normal and High-Speed Programs. Just
look where either colored line intersects with a diagonal line.
This shows the combination of aperture (horizontal line} and
shutter speed (vertical fine). For example, at a brightness of EV
12, the N2000 selects (/4 and 1/250 sec. at “P HI”; 1/56 and
11125 s6c. at “P" (with S0mm 1/1.4 lens at 1SO 100).



APERTURE-PRIORITY EXPOSURE MODE

AL A, the N2000's microcomputer automatically selects the
correct shutter speed 1o maich the aperture you set. This is the
recommended mode when depth of field is your prime consider-
ation, If you want to blur the background in portraitures, for in-
stance, use wide apertures. To make everything come out sharp
in scenic photography. use small apertures

20
MANUAL EXPOSURE MODE

Shutter speed for
correct exposure

Shutter speed
set on dial

In the M mode (1—1/2000 sec ), both shutter speed and aperture
can be set manually according to the effect desired. Use fast
shutter speeds 1o stop action, slower speeds 10 produce a de-
Ierate biur. Manual mode also allows control of depth of field.

1. Set shutter speed and aperture.
2. Look inside viewfinder and press shutter release button

lightly.

Non-linking LED shows shulter speed set on the dial; a blink-
ing LED indicates the shutter speed for correct exposure.
With two blinking LEDSs, the correct shutter speed is inter
mediate.

Reset aperture and/or shutter speed so only one LED is
shown

There is no audible warning in M mode

+1 White background occupying half
of viewed area

1 Spotiighted subject, black
background occupying half of
viewed aroa

~2 Black background

Exposure compensation dial

For unusual lighting situations—snowscapes, backiit subjects,
or when the main subject contrasts sharply with the back-
ground—use the exposure compensation dial 10 prevent over-
or underexposure. —1 and —2 indicate one and two SIops less
exposure; +1 and +2 indicate one and two stops additional
exposure. With film speed set at ISO 1600, compensation
extends to - 1; at ISO 3200, you can rotate the dial only in the +
direction. To operate. press the lock button and set the desired
compensation value. After use, reset the dial to 0

The N2000
dedicated electronic flash units.
When the N2000 is set at A, P, P HI, or a manual setting of

shoe allows direct mounting of Nikon

Correct LEDs
ire intermediate
is assured. shutter speed.
|
1. Set mode selector to A.

2. Set lens to desired f-number (engraved on aperture scale)
3. Look inside viewfinder and lightly press shutter release

button.

The LED shows the shutter speed selected by the camera for
correct exposure with the aperture you set. It there is no
warning bleep, you can take the picture by depressing the
shutter release button

Adjust shutter speed andior aperture

Al B setting, shutler Curtains remain open
as long as the shutter release button is
depressed Although no LED appears
inside the viewfinder, the camera meter is
onatB

(1) Picture blur possibility

If there is @ warning bleep, check

(2) Top LED triangle blinks—

(1130 sec. or slower)

Use a tripod to avoid camera
shake, or use a flash to
synchronize the shutter
speed at 11125 sec

the viewfinder LED indicators for the
following

FOR SPECIAL EXPOSURE SITUATIONS
— 7

Auto exposure lock lev
In P, P HI and A modes, 10 shoot a subject outside the 12mm-dia
circle, or when there is a substantial difference in brightness
between the main subject and the background (e.g., a strongly
backiit subject), use the auto exposure lock lever. Holding the
lever in locks the correct exposure value on the principal subject
of your picture.

1. Center principal subject inside the viewfinder or move in

2. Lightly press shutter release button.

3. Turn auto exposure lock lever towards lens and hold it in.
4. Recompose and

When you recompose, in A mode, the LED that indicates the
shutter speed for the central T2mm-dia. circle area biinks. (See
example at right). Ignore the blinking LED. The shutter operates
al the speed indicated by the litup LED (1/60 sec. in the
example). In P and P HI modes, only the itup LED is shown

(In A mode)

60 = Shutter speed
for the ir's face

SELF-TIMER

g
Stop the lens down until the
LED stops blinking, or use a
neutral density (ND) flter

(3) Bottom LED triangle
warning
ure o, It

Select a wider a
necessary, use 3

257= Shulter spoed
SR Tor e background

Press the self-timer button. The self-timer lamp blinks and a bleep
sounds (i the audble warning switch is set at = position) for
10 sec. before the shutter is released. During the final two
seconds, the wamings speed up, lelling you 1o get ready. If you
want 10 cancel the sell-timer afler activating it, press the button a
second time.

In the P, P HI or Amode, use the eyepiece cover o prevent stray
fight from entering the viewfinder

Regardiess of the fim advance mode selector setting, only
single-frame shooting s possible.

PROGRAMMED TTL AUTO FLASH PHOTOGRAPHY IN P AND P HI MODES

programmed TTL Viewfinder indication
5B-15/58-168/ auto®, TTL auto,
56818 Diect nonTTL auto,
manual
Programmed TTL
ViaTTL Remote | a10¢, TTL auto, Flash sync s
Cord SC-23 manual ‘shutter operates
atinzs
Seten Via Sensor Remote |Non-TTL auto, ges
|Cord SC13 manual
Via Flash Unit Non-TTL auto,
SBABAISBAT | Coupier AS-G manual
ALS type Elenses, For in TTL auto flash the camera selects the appropriate aper-  Waming indication
topage 36 ture. Note that only AL-S type lenses can be used It triangle-shaped 1op and bottom LEDs

1/250 sec. or higher, shutter speed switches 10
1/125 sec. for proper flash synchronization. When the N2000 is
set at a manual selling of 1/125 sec. or siower, shutter operates
atthe speed sel on the dial

Ready-ight indication in the viewlinder is also provided with
Nikon dedicated flash units. With the camera’'s meter on, a
thunderbolt-mark LED ready-light comes on to indicale the flash
is ready 1o fire. Warning indications are provided by a blinking
ready-light. Conditions represented by the warning vary between
flash unit models. For details. see your flash unit instruction

wal

man.
Use Nikon Speediights only. Other units may damage the
camera’s electrical circuit

he re TTL autoand TTL
auto flash shooting only. For nonTTL auto and manual flash
shooting, see your flash unit instruction manual.

Note that the film speed range for programmed TTL auto
and TTL auto flash photography is 1SO 25 10 1000.

Set the N2000 to P or P Hi, and set lens to minimum aperture (largest t-number)
Set the flash unit's mode selector to TTL, and turn the flash unit on. Look inside the
viewfinder and lightly press the shutter release button. With the ready-light on, as long
as you have none of the foliowing waming indications, you can shoot.

blink, check your lens type (must be an
Al-S type), or reset lens fo minimum
aperture






